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5 X 7-Inch 3-Way Flush-Mount Speaker System 

OWNER’S MANUAL — Please read before using this equipment. 


CHOOSING A LOCATION 

For the best performance, install these 
speakers on a solid, firm surface that 
does not vibrate at high volume levels. 
We recommend you mount the speak- 
ers in the door panels or the rear deck. 

Note: Cardboard or fiber panels are not 
good mounting surfaces. 


Mounting Surfaces 



As you decide on a location for each 
speaker, carefully inspect the area be- 
hind the proposed mounting surface. 

• There must be a clear unobstructed 
area of at least 2®/ie inches (65 mm) 
behind the panel. 

• If it is a door location, check to be 
sure the window, window mecha- 
nism, and window handle will clear 
the speaker. 

Note: Make sure the window opens 
and closes properly. 

• Steel door panels and the rear deck 
(behind the upholstery) might al- 
ready have large cutout areas for re- 
cessing the speakers. 


INSTALLING EACH 
SPEAKER 

You can mount each speaker in any 
space made for a 5 x 7- or 6 x 8-inch 
speaker. 

Note: Three types of speed clips are 
supplied with your speaker system. See 
the supplied template to identify each 
type of speed clip. 

1. Use the supplied template to mark 
the oval speaker opening and the 
mounting-hole locations. 

• If your mounting location has a 
space for a 5 X 7-inch speaker, 
mark the 6 mounting-hole loca- 
tions marked by a on the tem- 
plate. 

Note: Four of these holes are the 
mounting-surface holes and the 
other two (8V2 inches apart) are 
the mounting-bracket holes. 

• If your mounting location has a 
space for a 6 X 8-inch speaker, 
mark the 4 mounting-hole loca- 
tions marked by a -0- on the tem- 
plate. 

2. Cut out the oval speaker opening in 
the mounting surface. 

3. Drill the mounting holes. 

Caution: Do not drill into anything 
behind the mounting surface. 
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4. If you are mounting a 5 x 7-inch 
speaker: 

• Mount the Type B speed clips onto 
the four mounting-surface holes 
(4 ®/i6 X 4 V 2 inches apart). 

• Mount the Type C speed clips onto 
the two mounting-bracket holes 
(8V2 inches apart). 

If you are using the mounting holes 
(-^) for a 6 X 8-inch speaker, mount 
the Type A speed clips onto the four 
mounting-surface holes (4^®/ie x 47ie 
inches apart). 

5. If necessary, route new speaker wire 
from the autosound system to the 
mounting area. 


For example (depending on the type 
of wire connection you make), wrap 
each wire around its terminal and sol- 
der it, or attach a solderless quick- 
disconnect to each wire. 

Cautions: 

• Improper phasing can cause poor 
bass response. To ensure proper 
phasing, match your autosound 
system’s positive (-h) and negative 
(-) speaker wires to the corre- 
sponding positive and negative 
speaker terminals. 

• Do not connect any of your speak- 
er terminals to chassis ground. 

If you have a two-speaker system: 


Cautions: 

• Avoid routing speaker wire near 
moving parts, sharp edges, or 
where it can be pinched or stepped 
on. You can usually route it along 
the channel beneath the vehicle’s 
door facings. 

• If you selected door locations, you 
might need to punch a small hole 
in the door edge (near the door 
hinges) to route the wires into the 
door. Leave enough slack wire to 
open the door all the way. 

6. Securely connect the positive (-h) and 
negative (-) stripped speaker wire 
ends to the corresponding speaker 
terminals. 


Speaker Terminals 



Gray/ 

Black 



If you have a four-speaker system 
(front and rear): 


Gray/ Violet/ 

Black Black 


White 

White/ 

Black 




Violet 



Left Front Right Front Left Rear Right Rear 


7 . Remove the grille from each speak- 
er’s mounting bracket to expose the 
mounting holes. 
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8. If you are mounting a 5 x 7-inch 
speaker: 



• Align the speaker’s four mounting 
holes with the holes in the speed 
clips. Thread a supplied screw 
through each hole and tighten all 
the screws. 

• Align the two holes in the mounting 
bracket with the speaker’s two 
mounting-bracket holes (8V2 inches 
apart) and the holes on the speed 
clips. Then thread a supplied screw 
through each mounting-bracket 
hole and tighten the screws until 
they are secure. 

If you are mounting a 6 x 8-inch 
speaker, align the speaker’s holes 
with the mounting-bracket’s holes and 
the holes in the speed clips, then 
thread a supplied screw through each 


hole and tighten all the screws until 
they are secure. 





9. Cut off small pieces of the supplied 
putty tape. Then press a piece of put- 
ty into each slot on the corners of the 
mounting-bracket’s surface. 


Grille 


crj 


■V 

Mounting 

Bracket 



Putty Tape 


10. Firmly press the grille onto the 
speaker’s mounting bracket. 
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SPECIFICATIONS 


Speaker Size: 

Woofer 5 x 7-Inches (127 x 178 mm) 

Midrange 2 Inches (51 mm) 

Tweeter (Piezo) 1 V 2 Inches (38 mm) 

S.RL IW/lm 90 dB 

Woofer Magnet Weight 10 oz (284 g) 

Midrange Magnet Weight 0.6 oz (17.5 g) 

Power Handling 30 Watts RMS/Channel 

Maximum Power 90 Watts/Channel 

Impedance 4 Ohms 

Frequency Response 75 Hz-20 kHz 

Weight (one speaker) 2 lb 5 oz (1 .13 kg) 

Dimensions (HWD) 8^^/ie x 6Vie x 3^/ie Inches (227 x 1 54 x 85 mm) 


Specifications are typical; individual units might vary. Specifications are subject to change and 
improvement without notice. 


Limited Ninety-Day Warranty 

This product is warranted by RadioShack against manufacturing defects in materiai and workmanship under normai 
use for ninety (90) days from the date of purchase from RadioShack company-owned stores and authorized Ra- 
dioShack franchisees and deaiers. EXCEPT AS PROViDED HEREiN, RadioShack MAKES NO EXPRESS WARRAN- 
TiES AND ANY iMPLiED WARRANTiES, iNCLUDiNG THOSE OF MERCHANTABiLiTY AND FiTNESS FOR A 
PARTiCULAR PURPOSE, ARE LiMiTED iN DURATiON TO THE DURATiON OF THE WRiTTEN LiMiTED WARRAN- 
TiES CONTAiNED HEREiN. EXCEPT AS PROViDED HEREiN, RadioShack SHALL HAVE NO LiABiLiTY OR RE- 
SPONSiBiLiTY TO CUSTOMER OR ANY OTHER PERSON OR ENTiTY WiTH RESPECT TO ANY LiABiLiTY, LOSS 
OR DAMAGE CAUSED DiRECTLY OR iNDiRECTLY BY USE OR PERFORMANCE OF THE PRODUCT OR ARiS- 
iNG OUT OF ANY BREACH OF THiS WARRANTY, iNCLUDiNG, BUT NOT LiMiTED TO, ANY DAMAGES RESULT- 
iNG FROM iNCONVENiENCE, LOSS OF TiME, DATA, PROPERTY, REVENUE, OR PROFiT OR ANY iNDiRECT, 
SPECiAL, iNCiDENTAL, OR CONSEQUENTiAL DAMAGES, EVEN iF RadioShack HAS BEEN ADViSED OF THE 
POSSiBiLiTY OF SUCH DAMAGES. 

Some states do not aiiow iimitations on how iong an impiied warranty iasts or the exciusion or iimitation of incidentai or 
consequentiai damages, so the above iimitations or exciusions may not appiy to you. 

in the event of a product defect during the warranty period, take the product and the RadioShack saies receipt as proof 
of purchase date to any RadioShack store. RadioShack wiii, at its option, uniess otherwise provided by iaw: (a) correct 
the defect by product repair without charge for parts and iabor; (b) repiace the product with one of the same or simiiar 
design; or (c) refund the purchase price. Aii repiaced parts and products, and products on which a refund is made, be- 
come the property of RadioShack. New or reconditioned parts and products may be used in the performance of war- 
ranty service. Repaired or repiaced parts and products are warranted for the remainder of the originai warranty period. 
You wiii be charged for repair or repiacement of the product made after the expiration of the warranty period. 

This warranty does not cover: (a) damage or faiiure caused by or attributabie to acts of God, abuse, accident, misuse, 
improper or abnormai usage, faiiure to foiiow instructions, improper instaiiation or maintenance, aiteration, iightning or 
other incidence of excess voitage or current; (b) any repairs other than those provided by a RadioShack Authorized 
Service Faciiity; (c) consumabies such as fuses or batteries; (d) cosmetic damage; (e) transportation, shipping or insur- 
ance costs; or (f) costs of product removai, instaiiation, set-up service adjustment or reinstaiiation. 

This warranty gives you specific iegai rights, and you may aiso have other rights which vary from state to state. 
RadioShack Customer Reiations, 200 Tayior Street, 6th Fioor, Fort Worth, TX 76102 
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